
 

 

NEXON Automatic Wireless Charging Station (ADW-1000W) 
Automatic Wireless Charging Station. Highly efficient contactless charging for industrial electric Smart Mobile Robot. 

It allows 20 mm misalignment for power transfer between primary and onboard pads, and reaches 93% power 
transmission efficiency. The System supports charging for various 24V / 48V batteries and have CAN bus 
control for real-time communication with equipment 
 

 
     

General Information  
Product Name Automatic Wireless Charging Station for SMR 
AC input voltage 100 to 240 V , 1PH 
Input frequency   50 / 60 Hz 
DC output voltage 24 V to 48 V 
Maximum AC Input Current 13 A 
Maximum output power 
Enclosure Box 

1000 W 
Design is aligned with customer requirements 

Basic parameter  
Weight  10 kg 
Dimensions (LxWxH) 480 x 250 x 110 mm 
Output protection Over voltage, over current, short circuit, reverse connection 
Battery Type Lithium Ion 
Communication CAN bus / profile charging  
Environment  
Ambient temperature and humidity range TEMP: 0°C to 50°C / RH: 0% to 90% , no compression, no condensation  
IP rating  IP 20 
Shock / Vibration 25 g / 5 g  
Approvals and Compliance  
Safety marks CE 
Emergency Stop Triggered by pressing the Emergency stop button 
Reference standard  EN 60950-1, EN 62368-1 
EMC ETSI EN 301 489-1, ETSI EN 301 489-17, EN 55011, EN 61000-6-4, EN 61000-6-2, ClassA 
RF ETSI EN 300 328 
Mechanical Design  
Air gap Range 0 mm to 20 mm (0.8 in) 
Maximum Misalignment 20 mm (0.8 in) 
Product Overview  

  
  


