NEXXON

NEXON Smart Mobile Robot (SMR-300LZ)

Flexible, Small, Latent Lifting and Shelf identification and correction, high dynamic environment position

and navigation, slip detection and correction and automatic following. The smaller size allows for a lower
chassis height with the integrated climbing mechanism, lower environmental requirements, more coverage scenarios, and less site

restrictions. Dual lasers and bumper strip sensors at the front and back for 360° protection; 10 minutes of charging for 1 hour of running.

General Information

Product Name Smart Mobile Lifting Robot

Navigation Type Laser SLAM

Maximum load capacity 300 kg

Basic parameter

Weight (with battery) 150 kg

Dimensions (LxWxH) 792 x 580 x 250 mm

Rotation diameter 910 mm

Lifting platform dimensions 760 x 545 mm

Maximum lifting height 60 2 mm

Speed & Performance

Driving speed <15 meter/sec

Passability (slope/step/gap) <5% / 5 mm /30 mm

Navigation position accuracy +5 mm

Navigation angle accuracy + 05°

Minimum aisle width 640 mm

Battery specifications 48 V / 20 Ah, LiFePO4 — (Lithium Iron Phosphate)
Comprehensive battery life 8 h

Charging Time (10% to 80%) <1h

Charging method Docking / Manual

Ambient temperature and humidity range TEMP: 0°C to 50°C / RH: 10% to 90% , no compression, no condensation
IP rating IP 20

Chassis ground clearance 25 mm

Safety

Personal Detection Safety Function Triggered when obstacles or people are detected too close to the robot
Emergency Stop Triggered by pressing the Emergency stop button
Function configuration Laser reflector navigation

Communication
Network IEEE 802.11ac/n/a 5 GHz, IEEE 802.11n/b/g 2.4 GHz
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